
STEP 2

Align the tiles so that the pegs line up with the loops.
Apply firm pressure downward toward the loop edge
and the tiles will snap firmly into place (a rubber
mallet may be used for this step). Lastly, always make
sure the loop edges face the same direction.

  

(DOOR OPENING)

STEP 1

Start in one corner of the room. Align the tiles so
that one of the flat edges faces the door opening
just inside the door track. The other flat edge should
follow the wall line as shown here.

  

(DOOR OPENING)

Installation Questions:
If you have any installation questions please call
toll free 1 866 605 8700 or visit www.dynotile.com.

STEP 3

Proceed to snap the tiles into place along the two
edges of your room until the two perimeter edges
are complete. Trim the remaining tiles as needed.

  

(DOOR OPENING)

STEP 5

The final step is to install the edging across the door
openning. Congratulations! You now have a great
looking floor that will last for years to come.

(DOOR OPENING)

STEP 4

Continue to lock your tiles into place adding one
row at a time. Remember to keep working in the
same direction until your floor is complete.

  

(DOOR OPENING)

1   How do I install my tiles?

When installing Dynotile, always make sure the
loop edges face the same direction.
It is advisable to leave a 1/2”gap between two
adjacent edges and walls to accommodate tile
expansion due to temperature variations.
Wearing eye protection, Dynotile may be cut with
a straight edge saw, mitre saw, or table saw.
Dynotile is meant to be installed on a clean,
flat, solid surface.
Basic tools for installation include eye protection
and a rubber mallet.

•

•

•

•

•

No. of Female
Edge Pieces

10

 20

 30

Garage Size

3   How many edge pieces?

(10’ x 22’)

(20’ x 22’)

(30’ x 22’)

Hours (1 person)

2

4

6

Installation Time Chart

2   How long will it take?

(One Car Garage)

5   Need more information?

To find exact calculations of tile numbers and to
see available colors please utilize the Dynotile Floor
Builder found at www.dynotile.com.

2   How many tiles do I need?

No. of Boxes

 10

18

 27

Garage Size

(10’ x 22’)

(20’ x 22’)

(30’ x 22’)

Hours (1 person)

2

4

6

Installation Time Chart

4   How long will it take?

(One Car Garage)



6   Is there a warranty?

Dynotile has a 12 year limited warranty for our
interlocking plastic floor systems which applies to
any damaged tiles resulting from defects in
workmanship and material. This warranty is for a
period of 12 years from the date of original
purchase by the original purchaser, accompanied
by the dated original receipt of purchase of the
Dynotile product. Dynotile eligible for coverage by
warranty will be replaced at either no charge or a
prorated price as outlined in the Dynotile full
warranty. Please contact Dynotile for a copy of the
complete warranty.

7   How do I clean my floors?

Dynotile is easy to keep clean. To maintain a clean
Dynotile floor regularly sweep with a bristled
broom. For more aggressive cleaning Dynotile
may be mopped with warm water and a mild soap
or degreaser. 81
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